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         Introduction

         If your Nintendo GameCube has stopped working, as in it is no longer able to read your discs, then use this guide to replace the Nintendo GameCube Optical Laser Lens.


Before beginning, make sure to power off your GameCube completely and disconnect from any external power source.
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            Turn over the Gamecube so that the bottom side is facing up.

      

   
      	
      



            Use the 4.5 mm Gamebit screwdriver to remove all four screws.
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            With the bottom side of the GameCube facing upward and the screws removed, carefully pull the outer shell of the unit away from the top half.

      

   
      	
      



            Move the GameCube so that the inside is facing upwards.
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            Gently press down on the clips located on either side of the back panel.

      

   
      	
      



            Carefully remove the back panel from the GameCube.
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            Unclip the controller ports at the front of the unit.

      

   
      	
      



            A ribbon cable (outlined in orange) is still attached to the unit. Do not disconnect this cable.

      

   
      	
      



            Controller ports are where the controllers plug into the game console, and are a half circular shape.
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            Use a Phillips #2 screwdriver to remove the two screws on the back of the control port.

      

   
      	
      



            Carefully separate the gray outer casing of the control port and the circuit board.
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            The left side of the unit contains the cooling fan and its housing.

      

   
      	
      



            Carefully remove the two screws attaching the cooling fan housing to the unit.

      

   
      	
      



            Do not detach the red and black cooling fan wire from the main unit. Boxed in orange.
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            Remove the four Phillips #1 screws retaining the ground springs.

      

   
      	
      



            Carefully remove the ground springs from the main unit.
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            The optical drive is secured to a metal plate.

      

   
      	
      



            Using a Phillips #2 screwdriver, unscrew the twelve screws that are around the outer edge of the optical drive.
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            Carefully separate the optical drive assembly from the rest of the GameCube unit.

      

   
      	
      



            The optical drive assembly is secured to the motherboard underneath by a slot; some force may be required to carefully free the assembly.

      

   
      	
      



            The metal plate and the actual optical drive will remain attached.
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            At this point, your optical drive assembly should be separated from your GameCube.

      

   
      	
      



            Flip the optical drive assembly upside down.

      

   
      	
      



            Remove the six screws with a Phillips #1 screwdriver.

      

   
      	
      



            Gently lift and remove the metal plate.

      

   
      	
      



            Be careful not to disturb the brown ribbon cable.

      

   

      
   


         
               
             Edit         
         

      
                                                               
   

         
         
         
                                                      One comment                     
      

   

                     
               

   
             Add a comment      

   

         

         
      
         


   Add Comment

   
   
   
      
         
         

   

   


   
      
      
      1024

      
         
            Cancel         
         Post comment
      

   



      

   



            

               

   


               
                                          	
   

   
      



   
      
         
                        Step 11
                     
      

         

   
         



            
         

         
                                                            [image: Nintendo GameCube Optical Laser Lens Replacement: step 11, image 1 of 3]                                 [image: Nintendo GameCube Optical Laser Lens Replacement: step 11, image 2 of 3]                                 [image: Nintendo GameCube Optical Laser Lens Replacement: step 11, image 3 of 3]                        

      
                  
               
            
               [image: ]            

         

               
            
               [image: ]            

         

               
            
               [image: ]            

         

         

            
         	
      






            Remove the blue wire by gently pulling.

      

   
      	
      



            Don't pull on either the wire itself or the connector attached to the board.

      

   
      	
      



            Disconnect the brown cable. This is done by gently pulling the black tab away from the white plastic.  This will loosen the tension on the brown cable, allowing it to slide away from the tab gently.

      

   
      	
      



            Remove the four Phillips #1 screws connecting the circuit board to the optical drive assembly.

      

   
      	
      



            The fourth screw is located behind the screwdriver in the third picture.
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            Release the small clip holding the board down.

      

   
      	
      



            Gently remove the circuit board (the large green square) as shown in the three pictures.

      

   
      	
      



            DO NOT SEPARATE the red wire or the white ribbon cable connecting the circuit board to the metal plate.
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            Use a flathead screwdriver to carefully release the four plastic clips holding the drive assembly together.

      

   
      	
      



            Carefully use a screwdriver as leverage to unscrew and release the last clip.
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            Gently lift the metal plate off the drive assembly.

      

   
      	
      



            Be careful not to sever the red wire or the white ribbon cable still attached to the two halves of the drive assembly.

      

   
      	
      



            Then, flip the two halves of the drive assembly upside down.
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            Use a flathead screwdriver to release the two clips located on the back half of the drive assembly.

      

   
      	
      



            The final clip doesn't need to be released; the top half of the drive assembly will slide away from the lower half.

      

   
      	
      



            Finish removing the top half of the drive assembly from the base.

      

   
      	
      



            Be careful not to detach the red wire or the white ribbon cable still attached.
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            Once the top half of the drive assembly is detached, turn it upside down.

      

   
      	
      



            Using a Phillips #1 screwdriver, carefully remove the three final screws near the lens assembly bars.

      

   
      	
      



            Extract the final three screws and remove the lens assembly.
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            Once the laser lens is carefully separated from the optical drive assembly, insert the new laser into the optical drive assembly and follow these steps in reverse order for reassembly.
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                                       To reassemble your device, follow these instructions in reverse order.
                                 

            


            
               
                                    Conclusion               


               
                                       To reassemble your device, follow these instructions in reverse order.
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               You're Finished!            

            
               Cancel: I did not complete this guide.
            


            
                                                                                          24 other people completed this guide.                                             

         

      

   



   



   
   
   
         
   

   
      
         
            
               
                  Author
               


                                 
                                          with 13 other contributors                  

                           


            
               
                  
                     [image: ]
                  
               


               
                  
                     
                        mwbisson                     
                  


                                                            Member since: 11/05/09

                  
                                       1,038 Reputation

                                    
                                          3 Guides authored                  

               


                                 
                                          
                        
                           Badges:
                           14
                        
                     


                     	
                              
                                 [image: Foundation]
                              
                           
	
                              
                                 [image: Founding Father]
                              
                           
	
                              
                                 [image: Redeye]
                              
                           


                                                                     
                           
                                                            +11 more badges                           
                        

                                       

                           

         


                     
               Team

               
                  
                     
                        [image: ]
                     
                  


                  
                     
                        
                           Cal Poly, Team 6-2, Maness Fall 2009                        
                        
                                                      Member of Cal Poly, Team 6-2, Maness Fall 2009                        
                     

                     
                        CPSU-MANESS-F09S6G2                     

                     
                                                4 Members                     

                     
                                                44 Guides authored                     

                  

               

            

               

   



   
   
      
   
      
         
            0 Comments         

      


      
         
                        Add a comment
         
                        

   

   
                        

   
      
         


   Add Comment

   
   
   
      
         
         

   

   


   
      
      
      1024

      
         
            Cancel         
         Post comment
      

   



      

   



   




   Embed this guide


   Choose a size and copy the code below to embed this guide as a small widget on your site / forum.


   
      Single Step
      Full Guide
   


   
      Small - 600px
      Medium - 800px
      Large - 1200px
   


   
      <iframe id="dozuki-embed-1482" src="https://www.ifixit.com/Guide/embed/1482/full" width="800" allowfullscreen frameborder="0"></iframe>
<script>window.addEventListener("message",function(a){var b=document.getElementById("dozuki-embed-1482"),c=a.data[0],d=a.data[1];switch(c){case"setHeight":b.style.height=d+"px"}},!1);</script>
      <iframe src="https://www.ifixit.com/Guide/embed/1482" width="800" height="584" allowfullscreen frameborder="0"></iframe>
      
   


   Preview



                                                
                           
            


          

         

       
    
   

    
         
    View Statistics:

   
               Past 24 Hours: 34

               Past 7 Days: 198

               Past 30 Days: 1,013

               All Time: 62,059

         





   
            
   
         
         
   

   

            
            
               
                           
         [image: ]

            
      
   