
Hisense Chromebook C11 Screen
Replacement

This guide shows you the easy process of...
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INTRODUCTION

This guide shows you the easy process of removing your laptop's display screen.

Before attempting to remove the screen, please determine whether the problem stems from the
device's hardware or from its software. Refer to the troubleshooting guide for details: Hisense
Chromebook C11 Troubleshooting.

TOOLS:

iFixit Opening Tool (1)
Phillips #00 Screwdriver (1)

Step 1 — Screen

Turn off the laptop and disconnect it
from power.
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https://www.ifixit.com/Wiki/Hisense_Chromebook_C11_Troubleshooting
https://www.ifixit.com/products/ifixit-opening-tool
https://www.ifixit.com/products/phillips-00-screwdriver


Step 2

  

Snap the plastic holds off of the screen protector using the plastic opening tool.

Step 3

  

Remove the screw caps.
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Step 4

  

Unscrew the screws with the Phillips #00 screwdriver and set them aside.

Step 5

  

Remove the screen protector.
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Step 6

 

Unscrew the screen screws with the Phillips #000 screwdriver and set them aside. Be sure to
support the screen protector in case it falls.



Step 7

 

Gently lay the screen down.
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To reassemble your device, follow these instructions in reverse order.

Step 8

  

Disconnect the screen.
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