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This guide covers how to replace the hinges for...
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INTRODUCTION

This guide covers how to replace the hinges for the Samsung Series 5 NP540U3C-A02UB.

The hinges allow the laptop to open and close for compact storage, and provide a customizable
screen angle. However, as the joint between the display assembly and bottom of the laptop, they are
a common failure point of the laptop. If the device has trouble or fails to open or close properly, see
our troubleshooting guide for possible causes and solutions before attempting to replace the hinges.

While replacing the hinges, the laptop should always be supported from underneath. The hinges are
designed to bear the full weight of the display assembly, and when they are not attached, the wires
connecting the display can be pulled loose or broken.

TOOLS:
iFixit Opening Tool (1)
Phillips #00 Screwdriver (1)

PARTS:
2.5" SATA Hard Drive (1)
Samsung Series 5 NP540U3C LCD

Hinges (1)
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https://www.ifixit.com/Wiki/Edit/Samsung_Series_5_NP540U3C-A02UB_Troubleshooting#Section_Malfunctioning_Laptop_Hinges
https://www.ifixit.com/products/ifixit-opening-tool
https://www.ifixit.com/products/phillips-00-screwdriver
https://www.amazon.com/s/s/ref=sr_nr_p_85_0?fst=as%253Aoff&rh=i%253Aaps%252Ck%253Awd+2.5+hard+drive%252Cp_85%253A2470955011&keywords=wd+2.5+hard+drive&ie=UTF8&qid=1541721031&rnid=2470954011
https://www.excellaptopparts.com/product-page/samsung-laptop-parts/samsung-5-series/samsung-5-series-np530-parts/samsung-series-5-np530u3b-np535u3c-np540u3c-lcd-hinges/


Step 1 — Hard Drive

Turn off the laptop before beginning
disassembly and unplug it from the
power cord.



Place the laptop flat with its bottom
facing up.



Step 2

 

Remove one 4 mm Phillips #00 screw labeled "HDD Memory".
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Step 3

  

Gently release the 3 clips holding the HDD cover with the plastic opening tool.

Remove the HDD cover from the device.

Step 4

 

Remove the four 6 mm Phillips #00 screws attaching the hard drive to the case.
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Step 5

 

Using the plastic opening tool, push the hard drive connector clip upwards in order to release the
cable.



Step 6

 

Remove the hard drive from the case.
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Step 7 — Hinge Assembly

Remove the following screws
holding the case together:



6x 4mm Phillips #00 screws.

3x 6mm Phillips #00 screws.

Step 8

 

Using the opening tool, remove the two rubber pads just above the hard drive cover.
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Step 9

 

Remove the two 4 mm Phillips #00 screws formerly concealed by the pads.

Step 10

Using the plastic opening tool, gently
lift and remove the back cover.



There are clips along the edges of
the back cover that hold it in
place. Be careful not to break
these.
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Step 11

Open the laptop.

Use the Opener Tool to gently pry
off the plastic piece that is covering
the hinges.



The hinges and frame of the laptop
are made of aluminum; be gentle
when removing this section.



Step 12

Close the laptop and flip it so its
bottom is facing up and the hinges
are exposed.
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To reassemble your device, follow these instructions in reverse order.

Step 13

For each hinge needing a
replacement:



Remove the three 4 mm Phillips
#00 screws attaching the hinge to
the display assembly.



Remove the two 4 mm Phillips
#00 screws attaching the hinge to
the base of the laptop.



Step 14

Remove the hinge.
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